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MAINS SUPPLY

Use only 100 - 250VAC  50/60Hz.

OVERLOADING 

Do not overload a wall outlet, extension cord or adapter as this may result in fire 

or electric shock.

LIQUIDS

Do not expose to drippings or splashes and be sure that no objects filled with 

liquids, such as vases be placed on the apparatus.  

CLEANING

1. Always disconnect the JST-1 power cord from the outlet before cleaning.

2. Use a light damp cloth (no solvents) to dust off the JST-1.

VENTILATION

1. The slots on top of the JST-1 must be left uncovered to allow proper airflow 

to

the unit.

2. Do not stand the JST-1 on soft furnishings or carpets.

3. Do not expose the JST-1 to direct sunlight or do not place it near a heater.

4. Do not stack electronic equipments on top of the JST-1.

5. Do not use this appliance in airtight area.

6. Do not open the top cover.

CABLE 

Use standard certified cables to prevent any malfunction of the JST-1.

Safety and Precautions

Thank you for purchasing the JST-1.   

For your safety and proper operation, please take time reading this manual fully before 

installing and operating the product.

We hope you will be able to take advantage of the numerous functions with the help of 

this manual.

General Information
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ATTACHMENTS

Do not use any attachments that are not recommended as these may cause 
hazard or  damage to the JST-1.

CONNECTION TO THE SATELLITE DISH LNB

Disconnect the JST-1  from the mains before connecting or disconnecting the 
cables from the satellite dish.

Failure to do so can damage the LNB.

CONNECTION TO THE TV

Disconnect the JST-1  from the mains before connecting or disconnecting the 
cables from the TV.

Failure to do so can damage the TV.

EARTHING

The LNB cable MUST BE EARTHED to the system earth for the satellite dish. 

The earthing system must comply with SABS 061.

LOCATION 

Place the JST-1  indoor in order not to expose to lightening, rain or sunlight.

SERVICING 

1. Do not attempt to service this product yourself.

2. Refer all servicing to qualified service representatives

NOTICE : The power remains on even when the switch is turned off.

Safety and Precautions

General Information
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THIS DEVICE SHOWS THE SYMBOL WEEE, AS PROVIDED BY THE 

EUROPEAN DIRECTIVE 2002/96/CE IN THE MATTER OF WASTE 

ELECTRICAL AND ELECTRONIC EQUIPMENT.

THIS DIRECTIVE ESTABLISHES THE REGULATIONS VALID ALL 

OVER THE EUROPEAN TERRITORY FOR THE COLLECTION AND 

THE RECYCLING OF THE EQUIPMENTS TO BE ALIENATED.



Remote Control Unit
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INFO  (INFORMATION)
Display channel status or 
various program information of 
current service.

TV / RADIO
JST-1 switches between TV 
and Radio channels.

MUTE  
Enable or disable audio

NUMERIC KEYS : 
Select channels by channel 
numbers or enter programming 
parameters. And then inserted 
direct character.

TIMER  
Display the reservation list

Recall 
Return to status or channel 

EPG  Display the TV/Radio 
Electronic Program Guide

Page Up/Down
Increase or decrease the 
Channel list. 

EXIT   
Cancel the user  selection

OK
Select menu option, or to 
updated on entry and to enter 
List menu

SLEEP (Blue Key)
Operate sleep(auto power off) 
mode

AUDIO (Yellow Key)
Select audio mode (left, right, 
stereo, language)

USB LIST
Display the USB file list

SAT LIST
Display the satellite list

FAV (Favorite)
Set JST-1 to favorite service 
mode, display the favorite 
channel.

FIND 
Quick Edit, Find(Sort) CH.name

Power
Power on, standby mode.

PAUSE (Red Key)  
Pause screen.

CH LIST 
Display the channel list

TV/STB
JST-1 switches between TV 
and Satellite receive mode.

MOSAIC (Multi Picture)
Display multi channel on screen.

ZOOM (Green Key)
Operated zoom function in live 
and still mode

TEXT
Show Teletext

F1 

CURSOR
Move up , down , left and right 
highlight marked cursor in menu

SIGNAL 
Display the signal and quality

SUBT
Displayed the subtitle

PLAY
Play a programmed

CAPTURE
Capture live screen

STOP
Stop a programmed

MENU
Display the Main Menu, return
To the previous menu



Front Panel

NOTICE : 

1. Current time is based on the TDT(Time and Date Table) in the stream of the 

current service.  If the TDT information is not correct, current time might be 

incorrect.

2. Please do not insert metal or alien substance into the slot for the modules 

and Smartcards. In doing so can cause damage to the JST-1 and reduce its 

life span.

System Connection

Normal Display

- On

- STANDBY

- Channel Number

Tact switch : Standby On/Off, CH UP/DOWN, Menu, OK, Vol. UP/DOWN

Smart Interface slot :  1 Smart card slot

Common Interface : 1 Conditional Access Module

USB Port : 1 adapted the USB component port
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REAR PANEL
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Rear Panel

Please refer to the diagram above for all  possible connections of your receiver

Do not connect the unit to the mains socket until all other connections 

have been made and checked.

ANT IN : Use to connect an Terrestrial antenna

RF LOOP OUT : Use to connect a RF signal from this receiver to RF(Ant)

input jack on TV

IF OUT : This enables the connection of an Analogue receiver.

IF INPUT : This port is to connect the coaxial cable from LNB of your Dish. 

TV SCART : This is used to connect your TV through Scart cable

VCR SCART : This Scart connector is used to connect any external video.

0/12V : DC voltage output

VIDEO : This RCA connector is used to connect your TV through RCA cable.

AUDIO R/L : These RCA connectors are used to connect your TV through  

RCA  cable or any external audio amp or system

ANT IN : To connect the terrestrial antenna

TV OUT : To connect the RF signal to a RF(ANT) input e.g. VCR, TV

RS 232C SERIAL PORT : This is used to connect your receiver with a

computer or other STB through a serial cable.

S/PDIF : This is used to connect with Digital audio amplifier

S-Video : Component video output

REAR PANEL
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System Connection

Connecting Your System

TV Only

With External Audio / Hi-Fi System

·To connect any external Audio Hi-Fi system, the receiver has been provided 

with  two RCA connectors at the back of the receiver marked with Audio L 

and R. 

·Connect an RCA stereo cable from the AUDIO L, R jacks on the back of the 

STB to the LINE, AUX, SPARE OR EXTRA input jacks on your Hi-Fi System or 

for better quality connect the S/PDIF output to the S/PDIF input of the Hi-Fi 

system

·Connect one end of RCA cable (Composite Video, Audio Left, Right) to the RCA 

jack on the back of the STB and the other end to a  RCA Jack on your TV.

·Or connect one end of a SCART jack on the back of the STB and the other end to a 

SCART input of your TV.

·Finally connect the coaxial cable from the LNB to the LNB IN jack on the STB.

There are two ways to connect the STB to your existing TV system.  We 

recommend using one of the following cases for the best result :
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Menu Structure
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Main Menu

Embedded CAS

System Setting

Games & Utility

Install

Channel Manager

USB File List

JPEG File View

MP3 File Play

Text File View

Favorite Group

Channel Sort

Search Channel (SAT)

Search Channel (TP)

Setup Satellite

Setup Transponder

Setup Motorized System

DB. Reset

Language Settings

Time Setting

Timer Event Setting

AV Output Setting

Color Adjust

Schedule Manager

Telephone Book

Common Interface

Time Mode

Time Offset

System Time

System Date

Scart Output

Video Display

Set-Top Box Upgrade

TV Type
Parental Control

S/W UpGrade

Channel Edit

Channel Manual Add

TV Output

SPDIF

UHF Channel

UHF Audio Freq.

Channel View

Power On

Main Menu

Channel Manager Menu

Install MenuTetris

Sokoban

Guide Display

Time Format

Summer Time

Factory Satellite Restore

OSD Setting

Additional Option

Othello

Vacteria

Delete Image  

Delete Channel

Default Configuration

Factory Default

Delete SAT/TP

Application Receive

Loader Receive

Send Data

Comm. Protocol

DB. Receive

OSD Menu

Audio Language

Audio 2ônd

TTXT Language

TTXT 2ônd

DVB-SUBT

DVB-SUBT 2ônd

Changing PIN Code

OSD Transparency

CH. Banner Time

CH. Change Mode

Menu Mode

Menu Image

Radio CH. Image

Multi Picture

Multi Picture Time

MP3 Player Mode

USB Box Time

Volume Control

DVB-SUBT View

OSD Sound

Front Lock

Front Display Mode

EPG Language

EPG 2nd Language

Front Dimmer

Smart Card

USB Manager



Menu Guide 

Select Language With ñò, ñòKey On The RCU, Then Press Ok Or Menu Key To 

Continue.

Initial Service Searching

Installation

Menu Language

Selected Satellite Edit 

1) Motorized System

Select motor system. (OFF, v1.2 or USALS

system)

2) LNB Type

Depending on the type of LNB cling to your 

antenna, you can supply either LNB by setting 

ñsingleò or  ñuniversalò.

3) Local Freq.

Users can input local frequency directly with  numeric keys on the RCU. (0é.9, one

cable1/2 , 5150, 9750, 10600, 10750mhz). to move the cursor, press cursor ñò, ñò 

keys on the RCU.

4) DiSEqC

To the supported the DiSEqC 1.0/1.1. you can selected the dish to the connection.

* Finally press ñRedò key to save settings.
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Factory Sat/Terr Restore

After booting, select an area with ñò,ñòkey on

the RCU. this moment, PIG on the right side of 

the screen shows the receive-able range.

After selecting the area, move to a certain 

Satellite with ñͻò, ñͽòbutton on the RCU, 

there will be range and  signal strength in the 

PIG.

If the users wants to find satellites easily, press

the ñYellowòor ñGreenòbutton to sort by name 

and longitude.

Then, Press ñOKòkey on the RCU to edit satellite connection and it will move 

to setting mode.

And then, If it is wanted the searching terrestrial channel, select an area with ñͻò, ñͽò

key on the RCU. After selecting the area, move to a certain. Starting the channel 

search.



Menu Guide

Setup Satellite

When Selecting Setup Satellite In Install Menu.

1) Degree

Users can edit satellite degree by using

numeric keys on the RCU.

2) LNB Frequency (High / Low)

Input the frequency directly from the numeric

keys on the RCU or press ñOKòon the RCU

to scroll frequencies and to select.

3) LNB Power

Select LNB voltage.(On/13V/18V/Off)

4) DiSEqC Ver.

DiSEqC must be used when using two or 

more antennas and LNBs.

Select DiSEqC 1.0 or DiSEqC 1.1.

5) DiSEqC 

- Committed

Set The Port Number Of DiSEqC 1.0 

Switch ( P-1 To P-4), Auto, Off

- Uncommitted

Set The Port Number Of DiSEqC 1.1 

Switch. (P-1 To P-16 ), Off

6) 22KHz

In case you are using a dual LNB or two  

antennas connected to a 22KHz tone  

switch box, make 22KHz tone switch enable 

or disable to select LNB or antenna.

7) 0/12V

Installation

Service Searching
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Setup Terrestrial

When Selecting Setup Terrestrial In Install Menu.

1) Antenna Power : You can selected the 

Antenna power, move the power to the left or 

right by pressing the ñò, ñò keys selection. 

If you use active antenna(5Vdc IN), 

JST-1 will supply 5V dc(35 mA max)

2) LCN (Logical Channel Network) search : 

Selected the on or off.


